
We offer solutions...
...instead of compromises!

Since 1882 - Made in Germany.

BULK SCALE
Series: Vario



Individually configurable
Our modular system allows you to confi-
gure exactly the bulk scale meeting your 
customized requirements.

This is how a flexible combination of tank 
size and required load range (3 to 1,000 
kg, hourly capacity up to 1,000 t/h) beco-
mes possible, and how you can choose the 
ideal design for your operating conditions.

Dimensions are individually adjusted to 
the operating conditions.

Calibratable – calibration class III

BULK SCALE Series: Vario

Industrial grade
The massive design of our product and its 
long service life are ideal for continuous 
operation in industry.

Different designs
All bulk scales are available painted or 
in stainless steel. Products in other RAL 
colors will be charged separately.

Compact design
The compact design ensures low space 
requirements.

Your benefits at a glance:
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IP protection
Depending on the load cell, the require-
ments of the following types of protection 
are met: IP67, IP68/69K.

Overview of IP protections
Type of 

protection
Description 
(1st number)

Description 
(2nd number)

IP54 5 dust-protected 4 Protection against splashing water
IP55 5 dust-protected 5 Protection against hose water
IP56 5 dust-protected 6 Protection against strong

   hose water
IP57 5 dust-protected 7 Protection against

   temporary submersion
IP58 5 dust-protected 8 Protection against 

   permanent submersion
IP59 5 dust-protected 9 Protection against high pressure 

   water jet cleaning
IP64 6 dustproof 4 Protection against splashing water
IP65 6 dustproof 5 Protection against hose water
IP66 6 dustproof 6 Protection against strong

   hose water
IP67 6 dustproof 7 Protection against

   temporary submersion
IP68 6 dustproof 8 Protection against 

   permanent submersion
IP69 6 dustproof 9 Protection against high pressure 

   water jet cleaning

load cells with special self-
aligning bearing by JW

space saving 
construction

infeed flap

level indicator in discharge tank 
controls the discharge of the scale (optional)

We recommend: 
IT6000e and IT-WT2000M

 

The JW bulk scale and the JW industrial weighing terminal are 
perfectly matched to one another. If no JW weighing ter-
minal is connected to the scale, it is necessary to check the 
compatibility of the load cells together with the weighing 

terminal used!
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IT6000E - Technische DatenWäge-Elektronik
Zum Anschluss von max. 16 Analog-DMS-Wägezellen, 4- oder 6-Leiter-Technik, eichfähige Auflösung 6000d (bei max. 80% Vorlast). Interne Auflösung 524.000d.Messwertrate einstellbar 50-800 / Sek.,Empfindlichkeit 0,33μV/e. Optionaler An-schluss von 2 Waagen über DUAL-ADM.Optionaler Anschluss von Digitalwaagen.

Kalibrierung
Klartext-Bedienerführung. Einstellung als 1-, 2- oder 3-Bereichswaage oder als Mehrteilungswaage. Abgleich wahlweise mit Prüf-Gewichten oder durch Eingabe der Wägezellen-Empfindlichkeit. Möglich-keit der Linearisierung mit bis zu 6 Mess-punkten, Anschluss Neigungsschalter.

Spannungs-VersorgungWahlweise 110 – 240VAC, 50 – 60Hz überintegriertes Netzteil oder 12 – 30VDC.Leistungsaufnahme max. 20VA.

Betriebstemperatur- 10 bis + 40°C bei 95% rel. Luftfeuchte, nicht kondensierend.

Anzeige und TastaturLeuchtstarkes und kontrastreiches 5,7“ TFT-Farbdisplay, 320x240 Pixel, mit weitem Betrachtungs-Winkel, großer Ge-wichtsanzeige und 4 bis 8 Eingabe-Zeilen. Programmierbare Soft Keys. Nummerische Tastatur mit Doppelbelegung für die Einga-be von alphanumerischen Daten, Waagen-Tasten zum Nullstellen und Tarieren sowie anwendungsspezifisch belegte Funktions-Tasten. Anschluss einer PC-Tastatur über USB Stecker möglich (mit Kabel- oder Bluetooth-Verbindung).

Serielle SchnittstellenMax. 2, wahlweise RS232, RS485, RS422 oder 20mA CL (passiv) für den Anschluss von Etiketten-Druckern, Präzisionswaagen, Fernanzeigen, Transponderlesegeräten, usw.

Digitale/Analoge SchnittstellenMax. 4 interne optoisolierte Ein-/Ausgän-ge, 24VDC, oder externe Relais- / Transis-tor-Kopplungen (max. 64 E/A). Interner 15Bit-Analog-Ausgang. Externes Modul für 4 analoge Ein-/Ausgänge anschließbar.
Ethernet-Anschluss10/100BASE-T Ethernet Interface mitintegriertem Web Server, optional WLAN,optional Modbus TCP Slave.

USB
USB 2.0 Host Interface mit optionalerIP65-Steckbuchse zum Anschluss vonPC-Tastatur, Scanner, USB-Stick, u.a.

Sicherheit
Daten netzausfallsicher, Passwort-Schutz,batterie-gepufferte Echtzeit-Uhr. Ferndiag-nose über Ethernet/Internet möglich.

CPU / Betriebssystem32-Bit-ARM-Prozessor, 266MHz, 0,5MB Datenspeicher, erweiterbar. Auf Linux basierendes Echtzeit-Multitasking-Betriebssystem.

Freie ProgrammierbarkeitUmfangreiche Programmier- und Test-Umgebung für PC, freie Programmierungüber RTC WIN in ‚C‘ nach WELMECSoftware Guidelines, vollständige Entwick-lung und Test/Simulation am PC möglich.
Optionen
RTC WIN
IT6000E Programmier-Entwicklungs-Umgebung

PC COM+
ActiveX-Komponente für die Anbindung von PC-Programmen.

Wand-/Tisch-Version
Einbau-Version

WLAN

RTC WIN

• Edelstahlgehäuse, Schutzart IP65• Für Tischaufstellung, Wandmontage oder mit Standsäule lieferbar• Abmessungen BxHxT: 330 x 239 x 134 mm

• Edelstahlgehäuse, Front in Schutzart IP65
• Einbau in Schaltschranktür• Abmessungen BxHxT: 285 x 224 x 69 mm• Schalttafel-Ausschnitt:268 x 207 mm

• Option: WLX-Modul zum Anschluss an WLAN-Netzwerke (802.11b/g)• Sichere Verschlüsselung einstellbar

Bauformen/Optionen

Wir bieten Lösungen...
...keine Kompromisse!

Seit 1882 - Made in Germany.

IT6000E
Eichfähiges Industrie-Wägeterminal füranspruchsvolle Wäge- und Dosieraufgaben

For further information, please ask for 
our brochures IT6000E/ET.



Quick weight determination
Our robust design, load cells and weig-
hing terminal of superior quality, just as 
optimized programming ensure quick and 
precise weight determination.

Optimally integrable
You can include our bulk scale with 
our weighing terminal and accessories 
optimally and thus integrate them in your 
operational processes.

ATEX directive 94/9/EC
Optionally, our bulk scales are available in 
ATEX design.

Fully automatic systems
In addition to simple equipment with a 
high degree of manual handling, 
we also supply fully automatic systems 
requiring a minimum of operator inter-
vention.

Sites of operation
Bulk scales are used wherever loose bulk 
goods need to be weighed quickly, easily 
and reliably.
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discharge flap

flange for feed tank 
individually adjusted

pneumatic cylinder

frame

connection piece for 
suction unit

individually manufactured
infeed and discharge 
tanks (optional)

 

Redevelopment and upgrading 
Retrofit to state-of-the-art weighing technology and electronics 
To us, age, technology and manufacturer of your bulk scales
do not matter – we are the experts to repair, redevelop and 
upgrade all types of bulk scales properly!

Industrial grade

Modular design

Optional accessories

Made in Germany

We offer solutions...
...instead of compromises!

Own design:
Our design department takes your 
requests and requirements on site 
into account at all times.

K

Own service:
High flexibility, our own standar-
dized weights and our well-stocked 
spare parts depot stand for brief 
response times of our service 
department..

S

Own production:
Thanks to our excellently trained 
staff, we are able to guarantee pre-
cise production on schedule.

F



Examples:

BULK SCALE Series: Vario

before after
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